
เครื่องปรับอากาศแบบตูตั้งพื้น ตัวถังพลาสติก
PE
มีขนาดท�าความเย็น ต้ังแต 36,000–60,000 BTU/ชั่วโมง 
ผานการทดสอบจากหองทดสอบของ EMINENT 
ตัวถังพลาสติกโคงมนสวยงาม ควบคุมดวยรีโมทคอนโทรล พรอมระบบออโตสวิง

ผสานพลังแหง..
ความเย็น
และความทนทาน
ไวในหนึ่งเดียว
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Distributed by :

•	เย็นสม�่ำเสมอทั่วทุกมุมหอง	ควบคุมควำมเย็นโดยแผงไอ.ซี.	คอนโทรล	
	 พรอมรีโมทไรสำย	
•	ดีไซน์ทันสมัยแต่เรียบง่ำย	เพื่อควำมกลมกลืนต่อกำรตกแต่งภำยในทุกสไตล์
	 ของทุกพื้นที่กำรใชงำน	ทั้งบำนพักอำศัย	อำคำรส�ำนักงำน	รำนอำหำร		
หองประชุม	และพื้นที่ที่มีขนำดใหญ่	

•	วัสดุตัวถังผลิตจำกพลำสติก	ที่เนนควำมแข็งแรงทนทำน	ปลอดภัย	
	 ง่ำยต่อกำรบ�ำรุงรักษำ
•	ใส่ใจต่อสิ่งแวดลอม	ดวยมำตรฐำนกำรผลิต	ISO	9001:2008,	ISO	14001,	
TIS	18001:1999,	OHSAS	18001:2007	

•	มั่นใจยิ่งขึ้น	รับประกันคอมเพรสเซอร์นำน	2	ป

SPECIFICATION : MODEL
PE

Floor 
Standing

 tyPE

Remarkุ	:	 -	Cooling	capacity	and	electric	characteristics	are	based	on	27 �	CDB/19 ��	CWB.	indoor	air	temperature	and	35 �	CDB/24 �	CWB	outdoor	air	temperature.
	 	 -	Specification	are	subject	to	change	without	notice.

ModEl PE 36 PE 38 PE 44 PE 48 PE 56 PE 60

Floor Standing 

Cooling Capacity BTU/Hr 36,000 38,300 44,200 48,000 56,250 60,000

kcal/Hr 9.072 9.652 11.138 12.096 14.175 15.120

kW 10.5 11.2 13.0 14.1 16.5 17.6

Air flow Rate CFM 1,100 1,100 1,600 1,600 1,800 1,800

CMH 1,848 1,848 2,688 2,688 3,024 3,024

LPS 519 519 755 755 850 850

Sound Level DB.(A) 55 55 60 60 60 60

Power Supply V/Ph/Hz 220/1/50

Fan Motor HP  1/2  1/2  1/2  1/2  1/2  1/2

RLA 1.9 1.9 1.9 1.9 1.9 1.9

LRA 3.9 3.9 3.9 3.9 3.9 3.9

Watt 235 235 235 235 235 235

Refrigerant Type r- 22

Connection  Liquid (O.D.) Inch 1/2” 1/2” 1/2” 1/2” 1/2” 1/2”

 Suction (O.D.) Inch 3/4” 3/4” 3/4” 3/4” 3/4” 3/4”

 Drain Inch 3/4” 3/4” 3/4” 3/4” 3/4” 3/4”

 Unit Dimension  Width/Depth/Height mm 604 / 360 / 1,900

 Net Weight kg 65 65 70 70 70 70

Packing Dimension  Width/Depth/Height mm 670 / 420 / 1,940

 Gross Weight kg 70 70 75 75 75 75
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